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GardaPat 13 – Technical Guide 
 
Prepress 
 
As for all bulky paper products, the GardaPat 13 range has a more open surface in 
comparison to modern coated products. For this reason and depending on the type of 
machine being used – we recommend a gentle overexposure of the half tones. This 
will increase the quantity of ink being applied to these areas during printing and will 
compensate for the natural loss of colour density due to the paper's absorbency. 
In terms of screen ruling, GardaPat 13 KLASSICA and GardaPat 13 KIARA can easily 
handle screens up to 110 lines/cm. 
 
Press 
 
Normally, for all matt paper grades oxidative or semi- oxidative inks are been 
recommended. However, it should be taken into consideration that all ink 
manufacturers are offering a series of this kind of products and that those products 
tend to have different characteristics leading to different printing results. 
For this reason we believe it is highly advisable to carefully check with the ink supplier 
that the product is compatible with GardaPat 13 in terms of the type of printing 
machinery. 
In order to achieve sufficient printing brilliance, the ink setting (drying speed) has been 
slowed down enabling it to “float” better on the press. Therefore the paper requires 
greater drying time. 
Like any other paper GardaPat 13 also requires that attention should be paid to the 
temperature of the printing machine room as well as to ink emulsion: both of these 
conditions can significantly slow down or prevent the ink from drying. 
In cases where the ink converge is very high the usage of drying powder or a 
protective coatin. 
Usually there are no problems with the various types of lamination. Of course the 
different technologies and types of lamination and the character of the paper should be 
always taken into consideration. 
 
Book Binding 
 
As stated earlier, GardaPat 13 is a high volume coated paper and this extra bulk 
increases the stiffness of the sheet. This is an advantage both on the press and for the 
end use. Since sheet stiffness or bending resistance is greater along the grain than 
across it, it is important to ensure that the paper, whether using perfect or sewn 
binding, is bound along the grain direction vertically, or parallel to the spine of the 
finished book. 
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